Acti\ote

LEARNER RESPONSE SYSTEM

Product Specifications

A hand-friendly learner response device with A—F voting capability. Teachers pose the questions, students log their
choices and the ActivClassroom records the results for immediate review.

TECHNICAL SPECIFICATIONS
Range

75m (246ft) [Free Space]

Throughput

500 devices/second

User Input

6 response and 1 registration buttons

Max Number of Devices per System

500

Batteries

3xAAA Alkaline, replaceable via security screw

Battery Life

Typically 18 months

Communication

Wirelessly with the ActivHub 2.4 GHz
inserted in computer or ActivBoard 300 Pro

RF Frequency 2400 - 2483.5MHz
Voltage 4.5V DC
Certifications UL, CE, FCC

Overall Dimensions

86mm x 68mm x 34mm (2.9in x 5.2in x 1.2in)

Weight

120g (7.202)

Operating Temperature

0°C - 50°C (32°F - 122°F)

Storage Temperature

-10°C - 60°C (14°F - 140°F)
Humidity (non condensing) 0% -90%

Packed Contents List

32 ActiVote devices packed in a lockable
storage case, Activinspire Professional Edition
DVD, 1 ActivHub, 1 security screwdriver,
Quick Start Guide (batteries are included in
each device)

GENERAL SPECIFICATIONS

Question Data Import

ExamView® XML importer

Question Data Export

ITM

Questions and results can be exported to Excel™ or .txt

Working with other Applications

Interface (Express Poll/Wonderwheel) tool can “float” over most computer applications such as
web browsers, Word™, Excel™

Question Preparation

Question Wizard allows for preparing questions with correct answers
Questions can be timed
Express Poll allows for on-the-fly questioning

Response Monitoring

Results can appear instantly or viewed at a later time
Users can be allowed to modify their response

Device Naming

The ActivClassroom & somerea

Devices can be associated with a user’s name
Results can be captured either by user’s name or anonymously
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ActiVote Product Specifications

LEARNER RESPONSE SYSTEM

RECOMMENDED COMPUTER REQUIREMENTS

Operating Systems Windows XP and Vista (all versions), Mac OS 10.4.11 or above, Linux Ubuntu 7.10, 8.04, 8.10 & 9.04

PC Recommended Pentium 4 - T Ghz processor (800MHz for Vista) 512 MB of RAM 1024*768 resolution 1.5GB
of Free Disk space

Mac Recommended Intel Mac OS Tiger 10.4.11 512 MB of RAM 1024*768 resolution 3.0GB of Free Disk space

Installation Operation and use of the ActiVote devices requires Activlnspire software and ActivHub

(included). Importing ExamView® and XML files, Export questions and answers to Excel™

requires Activinspire Professional Edition (included). User with administrator/privileged access
rights required for software installation.

STANDARD WARRANTY AND SUPPORT
ActiVote One Year (Return-To-Base)

Knowledgebase: www.prometheankb.com

ExamView® is a registered trademark of elnstruction, Inc.
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